
Technical Data Sheet

SC Simplex Adaptor with FlangeSC Simplex Adaptor with Flange

Optical specificationsOptical specifications

Parameters Specification

Operating Temperature

Storage Temperature

-40 5℃~+7 ℃

-40 85℃~+ ℃

Items Requirement Notes

Body Dimension(mm) 27.5(L)*12.8(W)*9.35(H) /

Version: 1.0Version: 1.0

Product OverviewProduct Overview

SM

Blue RAL 5015

APC

Green RAL 6018

MM

Beige RAL 1013 Aqua RAL 6027 Violet RAL 4003

OM3 OM4

Parameters

Typical Insertion Loss

Max Insertion Loss

Durability(500 Mating Times)

Value

≤ .0 1 dB

≤ .0 2 dB

I L. 0 2 dB. ≤ .

Environment specificationsEnvironment specifications

Mechanical specificationsMechanical specifications



Material

Housing

Sleeve

Clip

Dust cap

Plastic(PC)

Zirconia

Stainless steel(SUS304)

Plastic(PP)

/

/

/

/

Notes:2 pcs M2*8 mm screws.can be provided if necessary.

Mechanical Diagram(unit:mm)Mechanical Diagram(unit:mm)

Test procedureTest procedure

Optical Characteristics

Vibration Test

Thermal Cycling

Impact Resistance

Thermal Aging

Humidity Resistance

Others

Packaging,Labelling and shipping MarksPackaging,Labelling and shipping Marks

Special adaptor tray:30 pcs/tray: Bulk packing option.

Other ReuqirementOther Reuqirement

The performance of the adapter has been carfully designed to meet the toughest Telcordia standards

GR-326-CORE

RoHs-Compliance of item and package

Performance according to IEC
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