
SB BATTERY        SPL 55-12 (12V55Ah) 
                      Sealed Lead-Acid Batteries    

         TKS-ENJ-0217082015003         

 

 Specifications  

 Characteristic 

 

Constant Current Discharge Characteristics (A,25 ℃ )
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Float service life V'S temperature

Charging voltage:

2.27~2.30V/cell

CHARGED 

VOLUME

CHARGE
CURRENT
（xCA）

CHARGE
VOLTAGE

（V/CELL）（ ）

CHARGED 

VOLTAGE

Chargeing Time (h)

CHARGING CURRENT

Discharge Time

DISCHARGE CHARACTERISTICS AT 25¡ ãC(77¡ ãF)

 

F.V/TIME 5min 10min 15min 30min 60min 3h 5h 10h 20h 

9.60V 180 130 100 62.0 36.0 14.7 10.0 5.58 2.89 

10.2V 171 124 96.0 59.5 34.6 14.5 9.9 5.53 2.88 

10.5V 161 116 91.2 56.5 32.8 14.2 9.7 5.50 2.85 

Constant Wattage Discharge Characteristics (Watt,25℃) 

F.V/TIME 5min 10min 15min 30min 60min 3h 5h 10h 20h 

9.60V 1890 1404 1098 696 410 173 118 66.6 34.6 

10.2V 1796 1334 1054 668 394 171 117 66.0 34.6 

10.5V 1688 1254 1001 634 374 167 115 65.7 34.2 

 

Nominal Voltage 12V 

Rated Capacity 55Ah 

Dimensions 

Total Height 8.98inches  (228mm) 

Height 8.27inches  (210mm) 

Length 9.03 inches  (229mm) 

Width 5.43inches  (138mm) 

Approximate Weight 37.4 lbs.  (17kg) 

Capacity 

770F(250C) 

20h rate  57.6Ah 

10h rate 55Ah 

5h rate 49.5Ah 

1h rate  34.6Ah 

15 min rate  24Ah 

Internal Resistance 
Full Charged Battery 

770F(250C) 

Approx. 

5.8mΩ 

Capacity 

Affected by 

Temperature 

(20h rate) 

1040F(400C) 102% 

770F(250C) 100% 

320F(00C) 85% 

50F(-150C) 65% 

Ambient Temperature 

Discharge 
-200 C(-40 F) ͠  500 C(1220 F) 

Design Life 10 years for standby use at 200 C 

Self-Discharge 

680F(200C) 

(Capacity after) 

3 month storage 90% 

6 month storage 80% 

12 month storage 60% 

Max. Discharge 

Current 770F(250C) 
550A(5s) 

Terminal T5/T12 

Charge 

(Constant Voltage,250C) 

Cycle 
14.4~14.7V(-24mV/0C) 

max. current: 16.5A 

Float 13.6~13.8V(-18mV/0C) 


