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» Optical performance 100% factory tested » Fiberto the home (FTTH) 

» UPC, and APC polish types availablefor connectorizedproducts » Local loop 

» LowInsertion Loss,BackReflectionand PDL » Passiveopticalnetworks(PON) 

» Telcordia GR-CORE 1221 certified » Fiber communication systems 

» Operating Window 1260~1650nm » Fiberoptic testequipment 

» Polarization Stability (dB) ≤ 0.50dB » Fiber optic sensing 

» Port Configuration 1X2,1x4, 1x8, 1x16, 1x32,1x64 » Localareanetworks(LAN) 
 2X2,2X4,2X8,2X16,2X32,2X64 » Fiberin the loop 

» Back Reflection(dB)≤-55 UPC ≤-65 APC » Local areanetwork 

» Operating Temperature (°C)-20~+70 » CATV 

» Storage Temperature (°C) -40~+85 » Fiber optic sensing 

» Low excess loss » Test instruments 

» Low PDL   

» Hing directivity   

» Longhaul reliability   

» Customer defined specifications   
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Cen Kablo couplers and splitters utilize precision technologyto combine or distribute lig t from single/multiple inputs to 

single/ multipleoutputs.Mostcoupl 
coupler or asplitter. 

rsandsplittersaredesignedbi-directionally, enablingthesameproducttobeusedasa 

 

Cen Kablo couplersandsplittersareavailableinavarietyofstyles,sizes,splitvalues,andwavelengthspecifications,allowinga 
high degreeofflexibilityintailoringtheproducttosuit yourpreciserequirementsandapplication. Highlydefinablecoupling 
rations enable the product to serve precise needs. 

 
Multipleportconfiguration,connect r,andpolishoptionsmake Cen Kablo couplersandsplittersanidealoptionfor 
specific requirementsandallowforseamlessintegrationintoexistingsystems. 

 
Cen Kablo provides a all rangeof 1xN and 2xN plc splitters. Theyareavailable in theflexible form of 1U 19’’rackmountable 
box,and comewith Fan-outkitsandterminated, thetypeofblocklesswithterminatedorunterminatedendsandsmallplastic 
ABSbox foroutdooruseandStandardLGXmetalbox. 

 

Ourplcsplitterproductsisguaranteedtohighqualityandbestprice.WecancustomizePl 
splitter) to fit yourspecificrequirements. 

narLightwaveCircuitSplitter(plc 

 
 
 

SPECIFICATIONS 

 
 
 

PARAMETERS 1X2 1X4 1X8 1X16 1X32 1X64 

Fiber Type   

 

Operationg wavelength(n m) 1260-1675(1675 nm will be higher about 0.1 bB) 

Insertıon Loss(dB) Max(P/A) 3.8/4.0 7.2/7.4 10.5/10.7 13.5/13.7 16.5/16.9 21.0 

Loss Uniformity(dB) Max 0.6 0.6 0.8 1.2 1.7 2.5 

Return Loss(dB) Max(P/A) 50/55 50/55 50/55 50/55 50/55 50 

PDL(dB) Max 0.2 0.2 0.3 0.3 0.3 0.4 

Directivity(dB) Min 55 55 55 55 55 55 

Wavelength Dependent los sM(daBx) 0.5 0.5 0.5 0.8 0.8 0.8 

Temperature Stability 

(-40~ 85ºC)(dB) 
Max 0.5 0.5 0.5 0.8 0.8 1 

Operating Temperature(ºC  40 ~85 
Storage Temperature(ºC)  40 ~85 

Packaging Size 

(L*W*H) (mm) 
Steel Pip 

Bare Fiber 40*4*4 40*4*4 40*4*4 50*7*4 50*7*4 60*12*4 

0.9 Loose Tub e 40*4*4 50*7*4 50*7*4 60*12*4 80*20*6 / 

ABS box 
0.9 Loose Tub e 90*20*10 100*80*10 100*80*10 120*80*18 120*80*18 140*115*18 

2.0/3.0 Loose T be 90*20*10 100*80*10 100*80*10 120*80*18/140*115*18 / 

 
 

 
PARAMETERS 2X2 2X4 2X8 2X16 2X32 2X64 

Fiber Type   

Operationg wavelength(n m) 1260-1675(1675 nm will be higher about 0.1 bB) 

Insertıon Loss(dB) Max 4.0 7.6 11.0 14.5 17.5 21.5 

Loss Uniformity(dB) Max 0.8 1.5 1.5 2.0 2.5 2.5 

Return Loss(dB) Min 50 50 50 50 50 50 

PDL(dB) Max 0.2 0.2 0.4 0.4 0.4 0.4 

Directivity(dB) Min 55 55 55 55 55 55 

Wavelength Dependent los sM(daBx) 0.6 0.6 0.6 0.8 1 1 

Temperature Stability 

(-40~ 85ºC)(dB) 

Max 0.6 0.6 0.6 0.8 1 1 

Operating Temperature(ºC  40 ~85 

Storage Temperature(ºC)  40 ~85 

Packaging Size 

(L*W*H) (mm) 
Steel Pip 

Bare Fiber 40*4*4 40*4*4 40*4*4 50*7*4 50*7*4 60*12*4 

0.9 Loose Tub e 40*4*4 50*7*4 50*7*4 60*12*4 80*20*6 / 

ABS box 
0.9 Loose Tub e 90*20*10 100*80*10 100*80*10 120*80*18 120*80*18 140*115*18 

2.0/3.0 Loose T be 90*20*10 100*80*10 100*80*10 120*80*18/140*115*18 / 
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FIBER OPTIC SPLITTER BOXES 

RACKTYPESPLITTERBOXESWITHORGANIZER 

 

                  
 
 

 

• JC COM brand Spitters are used in splitter boxes 

• Up to 12 Foconnections 
• Avaibletosuitonlyadaptertype 
• You can apply ST/SC/FC/E2000/MU/MTRJ/LC 
• Withoutrail 
• Designissuitableforusinglocktypeadapters 
• Maintains fiberbendingradiusthroughoutforterminatedoptical fibers at 30mm 
• Unitscanbecustomdesign 
• Compatible with screwed adapters and lock type adapters 
• Canbesuppliedwith: 
» Pigtail 
» Specialsplicecasette 
» HeatShrinkspliceprotectors 

FEATURES 



 

1U 1*2 PLC SC/APC 
 

 
TKS-OPS -03/ CENKABLO / 1 x 2 SPLITTER 

1U 1*4 PLC SC/APC 
 

 
TKS-OPS -04/ CENKABLO / 1 x 4 SPLITTER 

 

 
 

1U 1*8 PLC SC/APC 
 

 
TKS-OPS -05/ CENKABLO / 1 x 8 SPLITTER 

 
 

 

Turksat Code Cenkablo Code 

Turksat Code / Cenkablo Code 

Turksat Code / Cenkablo Code 



 

TELECOMMUNICATION & CABLING SYSTEM 

 

1U 1*16 PLC SC/APC 
 

Turksat Code/                Cenkablo Code 

TKS-OPS -06/                      CENKABLO / 1 x 16SPLITTER 

 
 

 

1U 1*32 PLC SC/APC 
 

Turksat Code/ Cenkablo Code 

TKS-OPS -07/                             CENKABLO/ 1 x 32 SPLITTER 

 
 
 

 
 
 
 

 

ISO 
9001 
2008 

TELECOMMUNICATION & CABLING SYSTEMS 

 

 

FACTORY - HEADOFFICE 

Ataturk Bulv. 10. Cad, Gebze/Kocaeli 
(İzmit) 

Tel: +90 262 751 3585 
Fax:+90 262 751 3588 

guray@cenkablo.com.tr 

mailto:guray@cenkablo.com.tr


 

 


